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DRYINGTIME
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THINNER
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PARATION

PACK SIZE
PRECAUTION

PRODUCT INFORMATION

. B SERES
© WNSOVE BRAND EXTERIOR ELASTIC EMULSION PAINT.
+ TISALOW VOC. LEAD FREE AND UV RESISTANGE TOPCOAT IDEAL FOR EXTERIOR

"DECORATION AND PROTECTION ON MANY SURFACES. FEATURNG EXCELLENT
WATER AND RUB RESISTANCE, DURABILTY, WASHABILITY AND ELASTICITY
"PROPERTY THAT PREVENT GRACKING, GOOD COLOUR RETENTION IN ADDITIONTO
MANY TYPIGAL CHARACTERISTICS OF EMULSION PANTS.

© STYRENEACRYLIC COPOLYMER

© ASREQURED

© RILGLOSS

+ TOUGH DRY 2 HoURS
FECOATABLE 5 roURS
HARD DRY % rouRs

(THE DRYNGTME MAY VARY DEPENDING ON THE CLIMATIC CONDITION )

: a0-50%

(SOLID CONTENT MAY VARY DEPENDING ON THE COLOUR |

© B0SQMETRES /LITRE

(TOTAL AREA MAY VARY REPENDING ON THE COLOUR AND SURFACE CONDTION )

- waTER

ACCORDING TOTHE APPLICATION METHOD AND CLIMATIC CONDITION, THE AMOUNT
‘OF WATER GAN BE VARIED TO MEET THE NEED OF APPLICATION.

© ERUSHOR ROLLER
© NEWAND PREVIOUSLY PAINTED SURFACES SHOULD BE DRY AND FREE FROMANY

LOOSE AND FLAKING MATERIAL, DIRT, GREASE, WAXAND POLISH FOR THE FIXATION
OF OLD SHOOTH BUT SLIGHTLY CHALKY AND ABSORBENT SURFACES. 4PPLY ONE
‘COAT OF PANDA 7600 WALL SEALER.

4
© STORE & USE AWAY FROM HEATAND FLANE

ALLOW GOOD VENTILATION DURNG APPLICATION
AOID DIRECT SUNLIGHT OR FREEZING.
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